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1. Introduction 

Simulating gear and bearing contacts under the extreme conditions present in high-
speed and high-load contacts in aerospace and heavy-duty equipment is attainable 
with a ball-on-disc tribometer. The ball-on-disc tribometer described within this 
report is the Wedeven Associates Machine (WAM). The envelope of operation 
conditions available to the WAM tribometer for parallel surface velocities is 
presented and projected onto measurement conditions typical of military rotorcraft 
planetary gear systems. The report begins with a basic description of lubrication 
and gear fundamentals as a necessary background for the relevance of tribometer 
testing. Second, gear contact conditions in planetary systems are described. Third, 
an introduction to the ball-on-disc tribometer and the calculations of contact 
conditions available to the instrument for parallel surface velocity vectors are given. 
Finally, discussion and conclusions tie tribometer operation to gear conditions. 

2. Lubrication Fundamentals 

Lubrication can be divided into several regimes. Hamrock et al.1 defined 4 regimes: 
hydrodynamic, elastohydrodynamic, partial/mixed, and boundary. In the early 19th 
century, Richard Stribeck and Mayo Hersey both observed that the coefficient of 
friction in conformal contacts followed a universal curve that was a function of the 
viscosity of the lubricating fluid, speed of the contact, and the inverse of the 
pressure at the contact.2 Variants of this Stribeck curve can be used to identify 
lubrication regimes in both conformal and nonconformal contacts. The general 
form of the Stribeck curve is shown in Fig. 1. The friction coefficient is highest at 
low speed, low viscosity, and high load. The opposing surfaces are in physical 
contact with little liquid lubricant interposed under these conditions. This region is 
called the boundary lubrication regime because it involves the boundaries of a fluid 
system coming into contact. Lubrication in this regime may occur through 
molecular films adsorbed from the lubricant, reacted surface layers, and coatings. 
The friction coefficient will drop rapidly to a minimum as the speed or viscosity is 
increased or the load is decreased. Over the range of this drop, the system is in 
transition from full surface contact in boundary lubrication to fully separated 
surfaces in elastohydrodynamic lubrication and is therefore called the mixed 
lubrication regime. Some areas of the surfaces will be separated by a fluid film 
while others will be in direct contact with each other at surface asperities in mixed 
lubrication. As speed or viscosity is further increased or load is decreased, the 
hydrodynamic force of the lubricant is sufficient to fully separate the fluid film. 
This regime is known as elastohydrodynamic lubrication (EHL). The pressure of 
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the fluid film in EHL is sufficient to elastically deform the 2 opposing materials in 
the contact over a relatively large area. The circular contact area of a ball-on-disc 
tribometer can easily have a radius of 200 µm or more while being separated by a 
fluid film of a few tens to hundreds of nanometers for the appropriate materials, 
loads, and geometries used to simulate gear contacts. A representation of this elastic 
deformation can be seen in the ball as shown in Fig. 2. These contact stresses are 
discussed further in Section 6. A state of pure hydrodynamic lubrication is achieved 
when there is no significant elastic deformation of the surface, which occurs at 
conditions of high speed and viscosity with low load. 

 

Fig. 1 Generalized Stribeck curve with lubrication regimes labeled 

 

 

Fig. 2 Typical EHL contact in a ball-on-disc system 

Lubrication regimes are primarily distinguished by the film thickness between 
contacting surfaces and the roughness of those surfaces. The dimensionless film 
thickness parameter, Λ, helps to characterize the film thickness and predict the  
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lubrication regime. Λ is shown in Eq.1,  

 Λ =  ℎ𝑚𝑚𝑚𝑚𝑚𝑚

�𝑅𝑅𝑅𝑅12+𝑅𝑅𝑅𝑅22
 , (1) 

where 𝑅𝑅𝑅𝑅𝑖𝑖 is the surface roughness of surface i and ℎ𝑚𝑚𝑚𝑚𝑚𝑚 is the minimum surface 
separation. The minimum film thickness for elliptical contacts can be estimated by 
the Hamrock-Dowson equation, which depends on viscosity, speed, and load, 
among other physical properties of the materials.1,3 Λ provides a ratio of the fluid 
film thickness to composite surface roughness and can be used to estimate the 
severity of asperity contact in the mixed lubrication regime. The mixed lubrication 
regime ranges from Λ = 1 to 3, and the transition to EHL occurs between Λ = 3 to 4.4 
A representation of a ball and disc separated by a lubricant film in the EHL regime 
is given in Fig. 2 with the minimum separation, ℎ𝑚𝑚𝑚𝑚𝑚𝑚, between the surfaces 
indicated. 

Tribological evaluation and experimentation in simplified contacts is used to study 
lubricants and materials under contact conditions representative of more complex 
engineering systems. Experiments using simplified contacts help to isolate contact 
phenomena from system-level interactions, allowing less resource-intensive 
screening experiments. From a scientific perspective, the greatest advantage of 
tribological experimentation is the amount of control gained over the tribological 
contact system and the lack of confounding interactions, which allow specific 
chemical and physical effects and interdependencies to be isolated from each other. 
The challenge is to determine the key parameters one must study to achieve relevant 
results for the questions at hand. Key parameters to consider include temperature, 
contact stress, surface roughness, environment, load, geometry, wear mechanism, 
and surface velocities.5 Restrictions on parameter choice will vary depending on 
whether the interest is in reproducing a particular contact in a component (more 
restrictive) or in understanding basic behaviors in a lubricant or material (less 
restrictive). Compromises will often need to be made to select the important 
parameters that most faithfully reproduce the phenomena under study because 
many parameters are mutually dependent.  

3. Practical Gear Contact Background 

Gears are used to transmit power and change direction, orientation, speed, and 
torque while maintaining fixed speed ratios. The main types of gears are spur, 
helical, bevel, spiral bevel, hypoid, and worm. The most widely used are spur gears 
due to their ease of manufacture as well as their efficiency. Spur gears will be the  
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focus of this tribology study as points of contact are analyzed for the gear conditions 
throughout the meshing cycle on the tooth profile. These are relevant to all Army 
helicopters because spur gears are used in the planetary stages. 

3.1 Lubrication 

Today’s lubricants for high-end military vehicle transmissions meet performance 
specifications maintained by various branches of the Department of Defense. 
Lubricants designed to meet these specifications, like most vehicle lubricants, 
consist of a base stock oil mixed with 1%–20% additives. The base stock is selected 
for its physical, chemical, and tribological properties2 and can be a petroleum-
derived fluid. However, a synthetic chemical product is often used for its desirable 
physical properties such as improved stability, temperature capabilities, and 
tribological properties. A variety of additive chemicals may be used to meet the 
specification or improve the fluid above specification minimums depending on the 
application. Additives are added to decrease corrosion, oxidation, friction, deposits, 
foaming, or wear and to increase load-carrying capacity.  

Lubricants for aerospace turbine engines and gearboxes usually meet MIL-PRF-
236996 and/or MIL-PRF-85734.7 Although there are few limits set on the 
composition, most lubricants will use a POE (polyolester) base stock to achieve the 
stringent requirements imposed by these standards. Both of these specifications 
require a kinematic viscosity of about 5 cSt at 100 °C. Aerospace lubricants differ 
from those that meet performance specifications for heavy-duty ground vehicles 
such as MIL-PRF-2105E,8 superseded by SAE J23609 as of February 2005. The 
base stock for this specification is required to be derived from petroleum fractions 
or synthetically prepared compounds, but the highest quality lubricants will 
typically use fully synthetic PAO (polyalphaolefin) as the base stock. Although 
lower viscosities are allowable for some grades, ground vehicle viscosities are 
typically higher than for aerospace lubricants. For example, an 80W-90 grade 
requires a kinematic viscosity of at least 13.5 cSt.8  

3.2 Tooth Profile 

Almost all of today's parallel axis gears, spur and helical, are based on an involute 
tooth profile. Figure 3 is a diagram of the meshing region of 2 gears and it is used 
to define key locations along the tooth face. A key gear parameter is the base radius, 
as shown in dashed lines. Each gear has a base radius of 𝑟𝑟𝑏𝑏1 and 𝑟𝑟𝑏𝑏2, respectively. 
The outside diameter of each gear is shown with the solid lines of radius of 𝑟𝑟𝑎𝑎1 and 
𝑟𝑟𝑎𝑎2, respectively.  



 

5 

 

Fig. 3 Gear tooth involute profile locations 

The line segment of AO���� is tangent to the base circle of Gear 1 and can be visualized 
as a string being unwrapped, starting at S and held taut, around a base circle of 
radius 𝑟𝑟𝑏𝑏1.  The involute tooth profile is the arc 𝑆𝑆𝑆𝑆� , which represents the path of the 
imaginary string’s tip. The normal to the involute is tangent with the base circle at 
A. A similar curve can be demonstrated for Gear 2. When 2 meshing involute 
surfaces come into contact, the mutual normals are tangent to their respective base 
circles at 𝐴𝐴 and 𝐹𝐹. This line is referred to as the pressure line or line of action and 
all tooth contact takes place along this line. Figure 4 shows how points along the 
pressure line map to positions along the tooth’s surface. 

 

Fig. 4 Mapping of the pressure line to a tooth profile 
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An arbitrary meshing position (x, y) along the tooth surface and its corresponding 
position O along the pressure line is given by the load position vector 𝑟𝑟𝑅𝑅𝑅𝑅. The angle 
𝜀𝜀𝑅𝑅𝑅𝑅, termed the roll angle, is measured from the start point on the base circle at 
point S and extends to the point of tangency between the tooth profile normal at O 
and the base circle at point A. The angle 𝜙𝜙 is the instantaneous pressure angle 
extending from the load position vector to point A and varies with position along 
the tooth profile. The angle 𝜃𝜃  is measured from the start of the involute at the base 
circle and extends to the position vector. By nature of the involute, the length of AO���� 
is the arc of the unwrapped portion of the string from the base circle. Therefore, 
𝐴𝐴𝐴𝐴���� = 𝑟𝑟𝑏𝑏𝜖𝜖𝑅𝑅𝑅𝑅 and the following relationship is found: 

 tan𝜙𝜙 = 𝑟𝑟𝑏𝑏𝜖𝜖𝑅𝑅𝑅𝑅
𝑟𝑟𝑏𝑏

= 𝜖𝜖𝑅𝑅𝑅𝑅 = 𝜙𝜙 + 𝜃𝜃 . (2) 

The angle 𝜃𝜃 is determined by defining the involute function 

 𝑖𝑖𝑖𝑖𝑖𝑖(𝜙𝜙) ≐ 𝑡𝑡𝑡𝑡𝑡𝑡(𝜙𝜙) −  𝜙𝜙 =  𝜃𝜃 . (3) 

The length of the position vector, 𝑟𝑟𝑅𝑅𝑅𝑅, is now given by 

 𝑟𝑟𝑅𝑅𝑅𝑅 = 𝑟𝑟𝑏𝑏
𝑐𝑐𝑐𝑐𝑐𝑐𝑐𝑐

 . (4) 

Points along the involute are often described in terms of the roll angle, 𝑟𝑟𝑅𝑅𝑅𝑅 = 𝑡𝑡𝑡𝑡𝑛𝑛 𝜙𝜙. 
The coordinate is given by 𝑥𝑥 = 𝑟𝑟𝑜𝑜𝑠𝑠𝑠𝑠𝑠𝑠 �𝑖𝑖𝑖𝑖𝑖𝑖�𝜙𝜙𝑡𝑡𝑡𝑡𝑡𝑡� −  𝑖𝑖𝑖𝑖𝑖𝑖(𝜙𝜙)�, 𝑦𝑦 =

𝑟𝑟𝑜𝑜𝑐𝑐𝑐𝑐𝑐𝑐 �𝑖𝑖𝑖𝑖𝑖𝑖�𝜙𝜙𝑡𝑡𝑡𝑡𝑡𝑡� −  𝑖𝑖𝑖𝑖𝑖𝑖(𝜙𝜙)�, where 𝜙𝜙𝑡𝑡𝑡𝑡𝑡𝑡 = 𝜋𝜋
2𝑁𝑁
− 𝑖𝑖𝑖𝑖𝑖𝑖(𝜙𝜙′) and 𝜙𝜙′ is the operating 

pressure angle and represents the angle between the base circle tangent point (A or 
F) and the centerline. The operating pressure angle depends on the actual distance 
between gear centers. 

The pitch circle is an imaginary circle such that when the 2 gears are mated, their 
pitch circles are tangent. The point of tangency is termed the pitch point and is 
denoted as 𝑃𝑃 in Fig. 3. The sum (𝑟𝑟𝑝𝑝1 +  𝑟𝑟𝑝𝑝2) = 𝐶𝐶𝐶𝐶  is the center distance between 
the gear centers. The pressure line 𝐴𝐴𝐴𝐴���� also passes through the pitch point. This 
geometry produces a stationary pitch point that is the requirement for a pair of gears 
to maintain a constant velocity ratio, termed conjugate tooth action.  

A fundamental condition for 2 gears to properly mesh is that they must share the 
same base circle pitch. When 2 gears are mated, the following relationship holds: 

 𝑟𝑟𝑝𝑝1 = 𝑟𝑟𝑏𝑏1 cos𝜙𝜙′ = 𝑁𝑁1
𝑁𝑁2
𝑟𝑟𝑏𝑏2𝑐𝑐𝑐𝑐𝑐𝑐 𝜙𝜙′  , (5) 

resulting in 

 𝑁𝑁1
2𝑟𝑟𝑝𝑝1

= 𝑁𝑁2
2𝑟𝑟𝑝𝑝2

= 𝐷𝐷𝐷𝐷 , (6) 
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where DP is termed the diametrical pitch of the gear. Therefore, if standard gears 
are used, compatibility is ensured if the mating gears share the same DP and 
pressure angle.  

3.3 Determining Key Points along the Pressure Line 

This next section derives 5 key meshing locations along a gear’s tooth profile. In 
Fig. 3, Gear 1 is driving Gear 2. The meshing period begins when the tail end of 
the effective addendum of the driven gear crosses the pressure line, point B. At this 
point, 2 teeth pairs are in contact, the current one and the previous one. This is 
characterized by reduced tooth forces due to the load sharing and is the initial point 
of contact. At point C, the driving gear's previous tooth disengages and the tooth is 
in single contact mode, characterized by a large increase in load on the current 
tooth. This position is the lowest point of single tooth contact. This continues until 
point D at which time the addendum of the driven gear's ensuing tooth passes the 
pressure line and the gears are in double contact mode again. Point D is termed the 
highest point of single tooth contact and is significant in that it is usually the point 
along the tooth that is used to calculate the tooth bending stress.10 The tooth 
engagement ends at point E, the final point of contact, when the effective addendum 
of the driving gear's current tooth passes the pressure line. The line segments along 
the pressure line are dependent on 𝑟𝑟𝑏𝑏1,  𝑟𝑟𝑏𝑏2, 𝜙𝜙′,  𝑟𝑟𝑎𝑎1 , and  𝑟𝑟𝑎𝑎2 as well as the amount 
of backlash. Formulas to calculate key points along the pressure line are given by 
the equations in Fig. 5. 

 

Fig. 5 Equations to determine key points along the pressure line 
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The contact ratio, 𝐶𝐶𝑟𝑟, is a measure of the average number of teeth in contact during 
a complete rotation. It is given by the ratio of the path of contact length, BE to the 
base tooth pitch 𝑃𝑃𝑏𝑏. For most spur gears, 𝐶𝐶𝑟𝑟 < 2. Gears with 𝐶𝐶𝑟𝑟 > 2 are considered 
high contact ratio gears and are characterized by smoother and quieter operation. 
Backlash between teeth must be sufficient to permit free action under the most 
severe combinations of manufacturing tolerances, alignment errors, and operating 
temperature variations.11 An increase in center distance is accompanied by a change 
in the operating pressure angle due to an increase in the pitch radii. Since the initial 
contact is delayed due to backlash, the length of the path of contact is shortened, 
which results in a decrease in the contact ratio. However, the constant speed ratio 
is unaltered, which is one of the benefits of an involute tooth profile. 

3.4 Sliding and Entrainment Velocity 

Gear tooth meshing can be separated into 5 stages: engagement, rolling/sliding 
contact, pure rolling contact, rolling sliding contact, and disengagement. The 
equations quantifying the sliding velocity, entrainment velocity, and their ratio are 
derived in the following paragraphs. 

The sliding velocity, 𝑈𝑈𝑠𝑠, is the relative velocity between the meshing surfaces and 
is defined as 𝑈𝑈𝑠𝑠 = �𝑈𝑈1����⃗ − 𝑈𝑈2����⃗ � ⋅  𝑇𝑇�⃗ , where 𝑇𝑇�⃗  is the tangent vector to the meshing 
surfaces. The entrainment velocity is the average surface speed in the tangential 
direction defined as 1

2
(𝑈𝑈1����⃗ + 𝑈𝑈2����⃗ ) ⋅  𝑇𝑇�⃗ . Figure 6 shows the velocity vectors at an 

arbitrary position O along the pressure line where 𝑈𝑈1����⃗ = 𝜔𝜔1�����⃗ × 𝑟𝑟1 , 𝑈𝑈2����⃗ = 𝜔𝜔2�����⃗ × 𝑟𝑟2, 
and the relative velocity 𝑈𝑈12������⃗ = 𝑈𝑈1����⃗ -𝑈𝑈2����⃗ . Since 𝑟𝑟2 = 𝑅𝑅�⃗ +  𝑟𝑟1, 𝑈𝑈12������⃗ = (𝜔𝜔1�����⃗ − 𝜔𝜔2�����⃗ ) × 𝑟𝑟1 –
 𝜔𝜔2������⃗ × 𝑅𝑅�⃗ . Due to the nature of meshing gear teeth where the normal direction is 
known, the tangent vector is given by  

 𝑇𝑇�⃗ = 𝑁𝑁��⃗ × 𝑘𝑘�⃗ = {𝑐𝑐𝑐𝑐𝑐𝑐 𝜙𝜙′ 𝚤𝚤 + 𝑠𝑠𝑠𝑠𝑠𝑠 𝜙𝜙′ 𝚥𝚥} × 𝑘𝑘�⃗ = 𝑠𝑠𝑖𝑖𝑛𝑛 𝜙𝜙′ 𝚤𝚤 − 𝑐𝑐𝑐𝑐𝑐𝑐𝑐𝑐′ 𝚥𝚥, (7) 

with 

 𝜔𝜔1�����⃗ =𝜔𝜔1𝑘𝑘�⃗    and   𝜔𝜔2�����⃗ =-𝜔𝜔2𝑘𝑘�⃗  , (8) 

 

 𝑟𝑟1=𝑃𝑃𝑃𝑃���� cos𝜙𝜙′  𝚤𝚤 + (𝑟𝑟1𝑝𝑝 + 𝑃𝑃𝑃𝑃���� sin  𝜙𝜙′)𝚥𝚥 , (9) 

and 

 𝑅𝑅�⃗ = −𝐶𝐶𝐶𝐶𝚥𝚥 = −(𝑟𝑟1𝑝𝑝 + 𝑟𝑟2𝑝𝑝) , (10) 

results in 
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𝑈𝑈12������⃗  ⋅  𝑇𝑇�⃗ = �(𝜔𝜔1�����⃗ − 𝜔𝜔2�����⃗ ) × 𝑟𝑟1 − 𝜔𝜔2�����⃗ × 𝑅𝑅�⃗ � ⋅  𝑇𝑇�⃗

= ��
𝑖𝑖 𝑗𝑗 𝑘𝑘
0 0 𝜔𝜔1 + 𝜔𝜔2

𝑃𝑃𝑃𝑃���� cos𝜙𝜙′   𝑟𝑟𝑝𝑝1 + 𝑃𝑃 𝑂𝑂����� sin  𝜙𝜙′ 0
� − �

𝑖𝑖 𝑗𝑗 𝑘𝑘
0 0 −𝜔𝜔2
0 −𝐶𝐶𝐶𝐶 0

�� ⋅  𝑇𝑇�⃗ .

= −(𝜔𝜔1 + 𝜔𝜔2)𝑃𝑃𝑃𝑃���� + 𝑠𝑠𝑠𝑠𝑠𝑠  𝜙𝜙′ �𝜔𝜔2𝑟𝑟𝑝𝑝1 + 𝜔𝜔2𝑟𝑟𝑝𝑝2 − 𝜔𝜔1𝑟𝑟𝑝𝑝1 − 𝜔𝜔2𝑟𝑟𝑝𝑝1� .

 (11) 

 

Fig. 6 Gear kinematics representation 

Using the relationship 𝜔𝜔2
 𝜔𝜔1

= 𝑟𝑟𝑝𝑝1
𝑟𝑟𝑝𝑝2

 , Eq. 11 reduces to 

 𝑈𝑈𝑠𝑠 = −(𝜔𝜔1 + 𝜔𝜔2)𝑃𝑃𝑃𝑃���� . (12) 

The entrainment velocity is an average surface velocity in the sliding direction and 
is given by 𝑈𝑈𝑒𝑒 = 1

2
�𝑈𝑈1����⃗ + 𝑈𝑈2����⃗ � ∙ 𝑇𝑇�⃗ .  

1
2
�𝑈𝑈1����⃗ + 𝑈𝑈2����⃗ � ∙ 𝑇𝑇�⃗ = 1

2
�(𝜔𝜔1����⃗ + 𝜔𝜔2�����⃗ ) × 𝑟𝑟1 + 𝜔𝜔2�����⃗  ×  𝑅𝑅�⃗ � ∙ 𝑇𝑇�⃗

= 1
2
��

𝑖𝑖 𝑗𝑗 𝑘𝑘
0 0 𝜔𝜔1 − 𝜔𝜔2

𝑃𝑃𝑃𝑃���� cos𝜙𝜙′   𝑟𝑟𝑝𝑝1 + 𝑃𝑃 𝑂𝑂����� sin  𝜙𝜙′ 0
� + �

𝑖𝑖 𝑗𝑗 𝑘𝑘
0 0 −𝜔𝜔2
0 −𝐶𝐶𝐶𝐶 0

�� ∙ 𝑇𝑇�⃗

= − 1
2

(𝜔𝜔1 − 𝜔𝜔2) 𝑃𝑃𝑃𝑃���� − 1
2

sin𝜙𝜙′�(𝜔𝜔1 − 𝜔𝜔2)𝑟𝑟𝑝𝑝1 + 𝜔𝜔2𝐶𝐶𝐶𝐶�

 . (13) 

Using the relationship 𝜔𝜔1𝑟𝑟𝑝𝑝1 = 𝜔𝜔2𝑟𝑟𝑝𝑝2, Eq. 13 reduces to 

 𝑈𝑈𝑒𝑒 = −1
2

(𝜔𝜔1 − 𝜔𝜔2) 𝑃𝑃𝑂𝑂���� − 𝜔𝜔1𝑟𝑟𝑝𝑝1 sin𝜙𝜙′ , (14) 

P 

O 

1ω

2ω

1U


12U


2U

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which can be further simplified to 

 𝑈𝑈𝑒𝑒 = −𝜔𝜔1
2
��1 − 𝑟𝑟𝑝𝑝1

𝑟𝑟𝑝𝑝2
�𝑃𝑃𝑃𝑃���� + 2𝐴𝐴𝐴𝐴����� . (15) 

A table of typical rotorcraft transmission slide velocities, entrainment velocities, 
and slide-to-roll ratios (SRRs) is given in the Appendix. 

3.5 Gear Failure Modes 

Gears may fail due to a wide range of mechanisms such as fracture, pitting, and 
spalling. However, there are a few failure modes directly related to lubrication of 
the gear and the breakdown of lubricating films. The type of damage that can occur 
in gears is a function of gear speed and applied load. At low speeds and high loads, 
excessive wear can occur due to operation in the mixed and boundary lubrication 
regime when the surfaces are in direct contact. While wear is not a failure mode in 
itself, it can lead to ending the usefulness of a gear. Beyond standard tribological 
wear behavior, the main failure modes in gears attributed to lubrication are scoring 
and scuffing. Both of these failure modes occur on the contact face of the gear tooth 
when the lubrication is insufficient to keep the meshing surfaces separated. Scoring 
is a severe form of wear characterized by the formation of extensive grooves and 
scratches in the direction of sliding12 and can occur at modest loads but high speeds. 
Scuffing occurs from the transfer of metal from one surface to another due to 
localized welding and tearing. Davis13 reported that oxide layers that normally 
protect the gear tooth surfaces may be broken through, allowing the bare metal 
surfaces to weld together. Scuffing often includes plastic flow of material, may 
involve oxidative wear with sufficient frictional heating, and tends to occur when 
sliding velocities are high at high loads, at high temperatures, with a lack of extreme 
pressure additives, or under insufficient lubrication.14 The increase in temperature 
through frictional heating can increase the amount of scuffing in a run-away 
process. Tribological testing that seeks to reproduce gear failure will necessarily 
need to produce scuffing and scoring events. 

3.6 Gear Contact Stress 

Typically, contacting spur gears are modeled as 2 cylinders in contact. According 
to Hertzian contact theory15 

 𝜎𝜎𝑚𝑚𝑚𝑚𝑚𝑚 = �
𝐾𝐾𝑣𝑣𝑊𝑊𝑡𝑡�

1
𝑅𝑅1
+ 1
𝑅𝑅2
�

𝜋𝜋𝜋𝜋 �
1−𝜈𝜈1

2

𝐸𝐸1
+
1−𝜈𝜈2

2

𝐸𝐸2
�
 , (16) 
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where 𝑊𝑊𝑡𝑡 is the tooth load, 𝑙𝑙 is the facewidth, 𝐾𝐾𝑣𝑣 is a dynamic factor, and 
𝜈𝜈1, 𝜈𝜈2,𝐸𝐸1, and 𝐸𝐸2 are the Poisson’s ratios and elastics constants for their respective 
gears. The variables R1 and R2  are the surface radii at the contact point, and from 
Fig. 3, 𝑅𝑅1 = 𝐴𝐴𝐴𝐴���� and 𝑅𝑅2 = 𝑂𝑂𝑂𝑂����. At the pitch point, 𝑊𝑊𝑡𝑡 = 63,057∗𝐻𝐻

𝜔𝜔1𝑟𝑟𝑝𝑝1
 lb, where H is in 

horsepower and 𝜔𝜔1is in revolutions per minute. The contact stress for several 
Army-relevant planetary gear systems has been calculated and reported in Section 
8 of this report using these values and methodology. Maximum contact stresses of 
1.5 GPa and bending stresses of 0.4 GPa are rarely exceeded in typical 
helicopters.16  

4. Ball-on-Disc Tribometer 

Ball-on-disc tribometers are an excellent method for studying EHL and mixed 
lubrication sliding contacts. The WAM shown in Fig. 7 is a ball-on-disc tribometer 
capable of high speeds and loads with precise control over the contact conditions. 
The WAM is able to simulate a wide variety of gear and bearing contacts due to the 
independent control over ball and disc velocities and the versatility of ball-disc 
positioning. The WAM allows for control over the vertical contact load, oil flow rate, 
entrainment velocity, slip percentage, specimen temperature, and direction of surface 
velocity vectors (skew). Tests are run on a specified track diameter defined by the 
location of the ball and disc contact. The traction coefficient is measured between the 
ball and disc to study the friction behavior along with temperature measurements and 
machine instrumentation.  
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Fig. 7 WAM (model 14) ball-on-disc tribometer 

The WAM provides information on lubricant properties, material properties, and 
failure modes. The primary experimental output of the WAM is the friction 
coefficient; however, the WAM is also well suited to the study of nonfatigue failure 
mechanisms such as wear, scuffing, and coatings fracture. Beyond tribological 
parameters causing failure and time to failure, the ball and disc track surfaces can 
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be inspected after 1) experimentation to characterize the effect of particular contact 
conditions in terms of morphological and chemical changes and 2) determination 
of wear mechanisms and severity. A variety of materials and lubricants can be 
evaluated under particular contact conditions of interest. Materials may be either 
coated or uncoated as long as they are able to be machined into the ball and disc 
specimen size and have the mechanical strength to withstand the contact. The 
effects of extrinsic properties such as roughness or temperature can also be 
evaluated in how they affect friction coefficient and types of failure. 

5. WAM Speed Capabilities 

The ball and disc motors are independent and bidirectional to give a wide range of 
operating conditions. The ball spindle is capable of rotating up to 16,000 rpm in a 
clockwise (positive) or counterclockwise (negative) direction. The disc spindle is 
also capable of rotating in both directions up to a maximum speed of 12,000 rpm. 
The rotational velocities correspond to linear surface velocities as shown in Fig. 8. 
The linear velocities for the ball and disc are shown in Eqs. 17 and 18.  

 

Fig. 8 WAM Detail of typical velocities, temperatures, and oil application 
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 𝑈𝑈𝑏𝑏 = 𝜋𝜋∗𝐵𝐵𝐵𝐵𝐵𝐵𝐵𝐵 𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆 (𝑅𝑅𝑅𝑅𝑅𝑅)∗𝐵𝐵𝐵𝐵𝐵𝐵𝐵𝐵 𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷(𝑚𝑚)
60

= 𝐵𝐵𝐵𝐵𝐵𝐵𝐵𝐵 𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉 �𝑚𝑚
𝑠𝑠
� . (17) 

 
 𝑈𝑈𝑑𝑑 = 𝜋𝜋∗𝐷𝐷𝐷𝐷𝐷𝐷𝑘𝑘 𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆 (𝑅𝑅𝑅𝑅𝑅𝑅)∗𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇 𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷(𝑚𝑚)

60
= 𝐷𝐷𝐷𝐷𝐷𝐷𝐷𝐷 𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉 �𝑚𝑚

𝑠𝑠
� . (18) 

The entrainment velocity is an average of the ball linear velocity and the disc linear 
velocity as shown in Eq. 19. The entrainment velocity corresponds to the linear 
velocity of a gear tooth at its pitch diameter.  

 𝑈𝑈𝑒𝑒 = 𝑈𝑈𝑏𝑏+𝑈𝑈𝑑𝑑 
2

= 𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸𝐸 𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉 �𝑚𝑚
𝑠𝑠
� . (19) 

The sliding velocity is the relative velocity between the 2 contacting surfaces and 
calculated from the ball velocity less disc velocity as shown in Eq. 20. The slip 
percentage is the sliding velocity divided by the entrainment velocity and is often 
given as the SRR. The slip percentage and the SSR are given in Eqs. 21 and 22.  

 𝑈𝑈𝑠𝑠 = 𝑈𝑈𝑏𝑏 − 𝑈𝑈𝑑𝑑 = 𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑖𝑖𝑛𝑛𝑛𝑛 𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉𝑉 �𝑚𝑚
𝑠𝑠
� . (20) 

 𝑈𝑈𝑠𝑠
𝑈𝑈𝑒𝑒
∗ 100% =  𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆 𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃𝑃 (%). (21) 

 𝑈𝑈𝑠𝑠
𝑈𝑈𝑒𝑒

= 𝑆𝑆𝑆𝑆𝑆𝑆 (𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆 𝑡𝑡𝑡𝑡 𝑅𝑅𝑅𝑅𝑅𝑅𝑅𝑅 𝑅𝑅𝑅𝑅𝑅𝑅𝑅𝑅𝑅𝑅). (22) 

The ball and disc radii contribute toward ranges of capable entrainment velocities. 
The standard disc size is 109.7 mm with a recommended maximum safe track 
diameter of 103 mm and a minimum recommended safe track diameter of 67 mm. 
The ball is typically 20.64 mm in diameter, but the ball spindle adjusts its angle to 
give the correct point of contact on the disc. This ball-spindle angle, needed to give 
the correct track diameter, changes the effective ball diameter at the point of 
contact. The effective ball diameter is given in Eq. 23, where 𝜃𝜃 is the ball spindle 
angle from horizontal in degrees. The maximum track diameter of 103 mm has a 
corresponding spindle angle of 11.4° while the minimum track diameter of 67 mm 
has an angle of 17.6°. The effect of changing the ball and disc diameters gives a 
maximum entrainment speed of 40.8 m/s and 29.3 m/s for the maximum and 
minimum track diameters, respectively.   

 𝑏𝑏𝑑𝑑𝑒𝑒 = cos(𝜃𝜃) ∗ 𝑏𝑏𝑏𝑏 = 𝑒𝑒𝑒𝑒𝑒𝑒𝑒𝑒𝑒𝑒𝑒𝑒𝑒𝑒𝑒𝑒𝑒𝑒 𝑏𝑏𝑏𝑏𝑏𝑏𝑏𝑏 𝑑𝑑𝑑𝑑𝑑𝑑𝑑𝑑𝑑𝑑𝑑𝑑𝑑𝑑𝑑𝑑 (𝑚𝑚). (23) 

To simulate gear contacts, the researcher will often want to simulate a given 
entrainment velocity and corresponding slip percentage. It is good practice to 
ensure the parameters are within the maximum and minimum ball and disc speeds 
during the test research plan formulation. Equation 24 is used to convert the 
entrainment velocity and slip percentage into a ball speed and rpm, and Eq. 25 uses 
the calculated ball speed and given entrainment velocity to back out the disc speed 
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in rpm. Equations 24 and 25 assume linear ball and disc velocities in the same 
direction, perpendicular to the ball spindle. The required parameters are given in 
Table 1.  

 𝑏𝑏𝑏𝑏 = 300∗𝑠𝑠𝑠𝑠∗𝑈𝑈𝑒𝑒+60,000∗𝑈𝑈𝑒𝑒
𝑏𝑏𝑑𝑑𝑒𝑒∗𝜋𝜋

. (24) 

 𝑑𝑑𝑑𝑑 = 120,000∗𝑈𝑈𝑒𝑒−𝑏𝑏𝑏𝑏∗𝑏𝑏𝑑𝑑𝑒𝑒∗𝜋𝜋
𝜋𝜋∗𝑡𝑡𝑡𝑡

 . (25) 

Table 1 Parameters and units 

Variable Units Description 
bs rpm Ball speed 
ds rpm Disc speed 
td mm Track diameter 

bde mm Effective ball diameter 
sp % Slip percentage 

 
The reverse calculations can be done with Eqs. 26 and 27. 

 𝑈𝑈𝑒𝑒 = 𝜋𝜋
120,000

(𝑑𝑑𝑑𝑑 ∗ 𝑡𝑡𝑡𝑡 + 𝑏𝑏𝑏𝑏 ∗ 𝑏𝑏𝑑𝑑𝑒𝑒). (26) 

 𝑆𝑆𝑙𝑙𝑙𝑙𝑙𝑙 = 200 �𝑏𝑏𝑏𝑏∗𝑏𝑏𝑑𝑑𝑒𝑒−𝑑𝑑𝑑𝑑∗𝑡𝑡𝑡𝑡
𝑑𝑑𝑑𝑑∗𝑡𝑡𝑡𝑡+𝑏𝑏𝑏𝑏∗𝑏𝑏𝑑𝑑𝑒𝑒

�. (27) 

The speed operating envelope is the range of possible entrainment velocities and 
slip percentages capable of being produced by the WAM for parallel surface 
velocities. The parameters used to solve for the WAM envelope at the maximum 
and minimum track diameters are shown in Table 2. All possible combinations of 
ball and disc speeds that do not exceed the physical limitations of the machine have 
been calculated with a spacing of 100 and 75 rpm for the ball and disc, respectively, 
using the maximum track diameter. The result of this calculation is shown in Fig. 
9 translated into entrainment velocity and slip percentage. This map of points 
indicates that there are well-defined curves bounding the WAM envelope.  

Table 2 WAM operating envelope physical parameters 

Characteristic Parameter Max Min Units 

Spindle speeds Ball 16,000 –16,000 rpm 
Disc 12,000 –12,000 rpm 

Test diameters Ball – effective 20.2 19.7 mm 
Disc 103 67 mm 
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Fig. 9 WAM operating envelope for maximum track diameter 

The 4 boundaries are the maximum or minimum speed for each spindle across the 
opposite spindle’s speed range. The first boundary is traced by the disc spindle 
speed range with the ball spindle held at its minimum speed. The second boundary 
is also traced by the disc spindle, but the ball is held at its maximum speed. The 
third and fourth boundaries follow the same pattern with the disc spindle held 
constant at its minimum and maximum speeds, respectively.  

The equations for these boundaries in the form of slip as a function of entrainment 
velocity can be derived from Eqs. 25 and 26 while holding all values constant with 
one varying parameter to trace the curve. The equations for each boundary take a 
similar form with different constants, as shown in Eq. 28 with the constants defined 
in Table 3. Table 4 gives the numerical values for the constants with a maximum 
track diameter.  

 𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆 % = 𝐴𝐴+𝐵𝐵∗𝑈𝑈𝑒𝑒
𝐶𝐶∗𝑈𝑈𝑒𝑒

 . (28)
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Table 3 Coefficients in variable form 

Boundary 
No. 

𝐁𝐁𝐁𝐁𝐁𝐁𝐁𝐁 𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒 
(𝐫𝐫𝐫𝐫𝐫𝐫) × 𝟏𝟏𝟏𝟏𝟑𝟑 

𝐃𝐃𝐃𝐃𝐃𝐃𝐃𝐃 𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒 
(𝐫𝐫𝐫𝐫𝐫𝐫)  ×∗ 𝟏𝟏𝟏𝟏𝟑𝟑 

𝑨𝑨  𝑩𝑩 𝑪𝑪 

1 𝐵𝐵𝑠𝑠𝑚𝑚𝑚𝑚𝑚𝑚 
𝐷𝐷𝑠𝑠𝑚𝑚𝑚𝑚𝑚𝑚  𝑡𝑡𝑡𝑡 𝐷𝐷𝑠𝑠𝑚𝑚𝑚𝑚𝑚𝑚  

400𝑏𝑏𝑏𝑏 × 𝑏𝑏𝑑𝑑𝑒𝑒  −2.4 × 107

𝜋𝜋
 

120,000
𝜋𝜋

 
2 𝐵𝐵𝑠𝑠𝑚𝑚𝑚𝑚𝑚𝑚  −400𝑏𝑏𝑏𝑏 × 𝑏𝑏𝑑𝑑𝑒𝑒 

3 
𝐵𝐵𝑠𝑠𝑚𝑚𝑚𝑚𝑚𝑚 𝑡𝑡𝑡𝑡 𝐵𝐵𝑠𝑠𝑚𝑚𝑚𝑚𝑚𝑚 

𝐷𝐷𝑠𝑠𝑚𝑚𝑚𝑚𝑚𝑚 400𝑑𝑑𝑑𝑑 × 𝑡𝑡𝑡𝑡 2.4 × 107

𝜋𝜋
 

4 𝐷𝐷𝑠𝑠𝑚𝑚𝑚𝑚𝑚𝑚 −400𝑑𝑑𝑑𝑑 × 𝑡𝑡𝑡𝑡 

Table 4 Coefficient values (maximum track diameter) 

Boundary 
No. 

𝐁𝐁𝐚𝐚𝐚𝐚𝐚𝐚 𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒 
(𝐫𝐫𝐫𝐫𝐫𝐫)  × 𝟏𝟏𝟏𝟏𝟑𝟑 

𝐃𝐃𝐃𝐃𝐃𝐃𝐃𝐃 𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒𝐒 
(𝐫𝐫𝐫𝐫𝐫𝐫)  × 𝟏𝟏𝟏𝟏𝟑𝟑 𝑨𝑨 × 𝟏𝟏𝟏𝟏𝟖𝟖 𝑩𝑩 × 𝟏𝟏𝟏𝟏𝟔𝟔 𝑪𝑪 × 𝟏𝟏𝟏𝟏𝟒𝟒 

1 –16 –12 to 12 –1.2948 –7.6394 
3.8197 2 16 1.2948 

3 –16 to 16 –12 4.944 7.6394 4 12 –4.944 
 
The WAM envelope boundary equations for the maximum track diameter are 
plotted on the entire range of –50 to 50 m/s entraining velocity in Fig. 10. The 
WAM envelope is shaded and outlined in bold while the remaining portion of the 
equation is plotted in a thinner line for illustration. The equivalent plot for the 
minimum track diameter is shown in Fig. 11. The boundary intersections are given 
in Table 5 for the maximum and minimum track diameters.  
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Fig. 10 WAM envelope boundaries for maximum track diameter 
 

 

Fig. 11 WAM operating envelope for minimum track diameter 
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Table 5 WAM envelope boundary intersections 

Boundary 
Intersection 

Maximum Track Diameter  
(103 mm) 

Minimum Track Diameter  
(67 mm) 

Entrainment 
Velocity 

(m/s) 

Slip 
Percentage 

(%) 

Entrainment 
Velocity 

(m/s) 

Slip 
Percentage 

(%) 
1 and 3 –40.8 –117 –29.3 –87.4 
2 and 3 –23.9 –342 –12.8 –458 
1 and 4 23.9 –342 12.8 458 
2 and 4 40.8 –117 29.3 87.4 

 
Equation 28 and Table 3 show the first and second boundaries are dependent on the 
maximum and minimum ball speed and the effective ball diameter. The maximum 
and minimum ball speed does not change because it is defined as the rotational 
velocity in revolutions per minute and the effective ball diameter only changes 
2.5% based on the ball spindle angle to create pure rolling in the track diameter. 
This small change leads to the first and second boundaries nearly overlapping when 
they are plotted together in Fig. 12. The third and fourth boundaries are dependent 
on the disc speed and track diameter. There is a 35% change in track diameter from 
103 to 67 mm. This leads to a significantly larger impact on the third and fourth 
boundaries, which shrinks the WAM envelope as shown in Fig. 12. Thus, test plans 
must be formed around the working envelope for the minimum track diameter to 
run at every available track on the disc. 

 

Fig. 12 Comparison of maximum and minimum track diameters 
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6. WAM Contact Stresses 

Loading between the ball and disc represents the Hertzian contact stress caused by 
torque transmission in a gear pair. The loading capabilities of the WAM are from 0 
to 1,200 N, which corresponds to 0–2.79 GPa of stress for an American Iron and 
Steel Institute (AISI) 9310 contact pair, as calculated by Eqs. 29 and 30, for a flat 
disc and a ball with a radius of 20.7 mm. The contact stress increases when a 
ceramic is introduced to the contact pair because of its higher Young’s modulus as 
shown in Table 6. The contact pairs for steel on steel, ceramic on steel and ceramic 
on ceramic are shown in Figs. 13–15 with the Hertzian contact stress, contact 
radius, and contact area as a function of load.  

 

 𝑎𝑎 = �3𝐹𝐹
8
∗ �

�
1−𝑣𝑣1

2

𝐸𝐸1
+
1−𝑣𝑣2

2

𝐸𝐸2
�

1
2𝑅𝑅1

+ 1
2𝑅𝑅2

�   
3

   . (29) 

𝑃𝑃𝑚𝑚𝑚𝑚𝑚𝑚 =
3𝐹𝐹

2𝜋𝜋𝑎𝑎2
  .                                                          (30) 

 

Table 6 Material properties for Hertzian stress 

Material Young’s Modulus 
(GPa) Poisson’s Ratio 

M50 200 0.285 
9310 200 0.29 

52100 200 0.285 
SiN 310 0.3 
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Fig. 13 Hertzian contact stress for steel and ceramic contacts 

 

Fig. 14 Contact radius for steel and ceramic contacts 
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Fig. 15 Contact area for steel and ceramic contacts 

7. WAM Specimen Roughness 

The surface roughness is an important factor to consider in tribological evaluation. 
A typical roughness often given for gears is 20 µin, or about 500 nm, although 
particular applications may require a finer finish. Superfinishing processes that can 
reduce surface roughness to less than 50 nm are increasing in popularity and use 
for gear applications. Gears also have a direction to their roughness features from 
grinding. For spur gears, grinding results in ridges perpendicular to the direction of 
motion on their teeth. The orientation of grinding ridges has been shown to be 
significant to EHL contacts17 and should be simulated for tribological evaluation to 
have the most fidelity. Disc specimens can be ground radially or circumferentially 
so that the grinding ridges are perpendicular or parallel, respectively, to the 
direction of surface motion at the contact. 

During operation in the boundary, mixed, and EHL regimes, the actual roughness 
will depend on the contact history from a mild form of wear called run in. The 
amount of run in depends on time, load, velocities, and surface chemistry. During 
the run in period, the highest surface asperities are polished off during initial 
operation, after which little change is seen while operating in the EHL and upper 
mixed regime. Run in has the effect of extending the EHL and mixed lubrication 
regimes towards lower entrainment velocities as surface roughness is reduced. The 
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amount of run in is a parameter that must be considered when simulating gear or 
bearing contacts, and can even be the object of an investigation. 

The roughness of a surface affects the lubrication regime, as discussed previously 
in the Section 2, and is therefore important to reproduce in the ball and disc 
specimens if a particular application is to be simulated. If the actual surface 
roughness cannot be reproduced for a particular contact, effort should be given to 
maintaining a similar lubrication regime by operating at a similar Λ ratio. As 
mentioned before, Λ ratio depends on the surface roughness and the minimum film 
thickness hmin. In Fig. 16, the minimum film thickness for several viscosities are 
given over a range of entrainment velocities, while in Fig. 17, the Λ ratio as a 
function of entrainment velocity is shown for several values of composite surface 
roughness. The minimum film thickness hmin was calculated for both figures from 
the Hamrock-Dowson equation using a density of 0.9 g/mL, a pressure-viscosity 
coefficient of 1 × 10-8 m2/N, a load of 200 N, the material properties for AISI 9310 
steel, and the standard WAM specimen sizes given in the previous section. 

 

Fig. 16 Minimum film thickness for different lubricant viscosities 
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Fig. 17 The Λ ratio for various surface roughnesses with 5-cSt lubricant 

8. WAM Envelope versus Army Gear Conditions 

The WAM envelope represents the full gamut of operating conditions available for 
analysis under tribological investigation to simulate Army gear contact conditions. 
The spur gear applications to be studied have a wide range of entrainment 
velocities, sliding velocities, and SRRs that were calculated for the CH-47, UH-60, 
AH-64, and OH-58D using the gear geometry18 and equations derived previously 
in Section 3. Their resulting entrainment velocities, slip percentages, and contact 
stresses are shown in Table 7. Figure 18 shows the Army helicopter values from 
Table 7 plotted on the WAM operating speed envelope. It can be seen from Fig. 19 
that 2 values do not fall within the WAM operating envelope, point B for both the 
CH-47 lower stage and the NASA test spur gears. While point B, the positive slip 
extreme condition, does not fit within the WAM envelope for all of the gear sets, it 
can be simulated with the WAM by simply changing the sign of the slip percentage 
to fall back within the WAM envelope. Changing the sign of the slip percentage 
will properly simulate the gear contact because the relative speed between the 
contacting surfaces is identical. In addition to simulating the speed, the WAM is  
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able to simulate the contact stresses with a range of 0–2.79 GPa for a steel-on-steel 
contact conditions. This range fully encompasses the contact stresses described in 
Table 7, which have a typical value of about 1.3 GPa.  

Table 7 Army helicopter spur gear contact conditions 

Gear Contacts 
Entrainment 

Velocity  
(m/s) 

Slip Percentage 
(%) 

Contact Stress 
(GPa) 

Location on gear profile B E B E P 
CH-47 sun/planet lower stage 13.8 12.5 52.5 –65.5 1.30 
CH-47 sun/planet upper stage 3.81 4.02 55.2 –52.8 1.30 

UH-60 4.42 4.21 33.9 –35.2 1.09 
AH-64 4.10 4.13 41.9 –40.9 1.33 

OH-58D 2.88 2.66 48.0 –73.3 1.35 
NASA test spur gears 15.9 15.9 101 –101 1.29 

 

  

Fig. 18 Army helicopter contact speeds vs. WAM speed envelope 
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Fig. 19 Contact speeds vs. WAM speed envelope zoomed in 

9. Summary and Conclusions 

The WAM is a ball-on-disc tribometer used to simulate gear and bearing contacts. 
The WAM uses independent and bidirectional motors to create a wide variety of 
entrainment velocities and slip percentages while simultaneously controlling the 
load to create contact stresses. Its speed envelope and contact stress capabilities 
were calculated and recorded to inform researchers of the machine’s full 
capabilities. These capabilities are coupled with the knowledge of Army helicopter 
gear contacts to identify areas where the WAM can fully simulate gear contacts at 
a coupon level to develop methods for sustaining severe flight conditions. The gear 
contact conditions can be analyzed under a wide variety of conditions with a wide 
variety of materials and lubricants to investigate solutions for issues such as 
reduction in wear or loss of lubrication.   
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This appendix contains tables of gear meshing information for the OH-58, CH-47, 
UH-60, and AH-64 helicopters, as well as spur gear specimens in common use at 
the NASA Glenn Research Center. They have been reproduced with permission, 
after their original publication by Valco.1 Five values are given for the sliding 
velocity, entrainment velocity, and slide-to-roll ratio (SRR). These correspond to 
points B, C, P, D, and E along the sun tooth. 

Table A-1 OH-58D gear meshing data 

OH-58D 

Designation Light Observation 
Sun Gear Planet Gear Ring Gear 

Number of teeth 27 35 99 
Module 2.87 2.87 2.78 
Pressure angle (°) 24.60 24.60 20.19 
Base circle diameter (mm) 70.40 91.26 258.13 
Pitch diameter (mm) 77.43 100.37 275.03 
Root diameter (mm) 70.76 91.54 284.15 
Outside (internal) diameter (mm) 84.05 104.98 –271.75 
Fillet radius (approximate) (mm) 1.27 0.97 1.40 
Backlash with mate (mm) 0.32 . . . 0.24 
Face width (mm) 34.93 31.78 25.40 
Rotor speed (rpm) . . . 395 . . . 
Gearbox power rating (kW) . . . 273 . . . 
Planetary reduction ratio . . . 4.67 . . . 
Gear speed (rpm) 1,844 (722.55) 395 
Spiral bevel reduction ratio 19/71 
Number of planets . . . 4 . . . 
Helix angle 0 0 0 

Sun/Planet Interaction 
Sliding velocity (m/s) 1.3796    0.5147         0    –1.0846   –1.9495 
Entrainment velocity (m/s) 2.8763    2.8205   2.7873   2.7173    2.6615 
SRR 0.4796    0.1825        0     –0.3991   –0.7325 
Contact stress at pitch point (GPa) 1.35 

 

                                                 
1Valco M. Planetary gear train ring gear and support structure investigation [PhD thesis]. [Cleveland 

(OH)]: Cleveland State University, 1992. 
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Table A-2 CH-47 (lower stage) gear meshing data 

CH-47 (Lower Stage) 

Designation Heavy Lift 
Sun Gear Planet Gear Ring Gear 

Number of teeth 28 39 106 
Module 5.35 5.35 5.35 
Pressure angle (°) 25 25 25 
Base circle diameter (mm) 135.7 189.0 513.7 
Pitch diameter (mm) 149.7 208.5 566.8 
Root diameter (mm) 135.6 194.4 580.1 
Outside (internal) diameter (mm) 161.6 218.8 –557.1 
Fillet radius (approximate) (mm)  1.7 1.5 1.4 
Backlash with mate (mm) 0.6 . . . 0.3 
Face width (mm) 48.8 46.1 37.1 
Rotor speed (rpm) . . . N.A . . . 
Gearbox power rating (kW) . . . 2813 . . . 
Planetary reduction ratio . . . 4.786 . . . 
Gear speed (rpm) 3930 –1411 821 
Number of planets . . . 4 . . . 

Sun/Planet Interaction 
Sliding velocity (m/s) 7.2449    2.5547        0   –3.5195    –8.2097 
Entrainment velocity (m/s) 13.8115  13.4264  13.2167  12.9278  12.5427 
SRR 0.5246    0.1903         0   –0.2722   –0.6545 
Contact stress at pitch point (GPa) 1.3 

CH-47 (Upper Stage) 

Designation 
Heavy Lift 

Sun 
Gear 

Planet 
Gear Ring Gear 

Number of teeth    40 33 106 
Module 5.35 5.35 5.35 
Pressure angle (°)    25 25 25 
Base circle diameter (mm) 193.9 159.9 513.7 
Pitch diameter (mm) 213.9 176.5 566.8 
Root diameter (mm) 199.8 162.3 580.1 
Outside (internal) diameter (mm) 224.7 187.3 –557.1 
Fillet radius (approximate) (mm)  1.5 1.6 1.4 
Backlash with mate (mm) 0.3 . . . 0.3 
Face width (mm) 98.0 101.8 79.0 
Rotor speed (rpm) . . . 225 . . . 
Gearbox power rating (hp) . . . 2813 . . . 
Planetary reduction ratio . . . 3.650 . . . 
Gear speed (rpm) 821 –498 225 
Number of planets . . . 6 . . . 

Sun/Planet Interaction 
Sliding velocity (m/s) 2.1056    0.7756         0   –0.7901   –2.1200 
Entrainment velocity (m/s) 3.8147    3.8785   3.9156    3.9535    4.0173 
SRR 0.5520    0.2000         0   –0.1998   –0.5277 
Contact stress at pitch point (GPa) 1.3 
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Table A-3 UH-60 gear meshing data 

UH-60 

Designation Utility 
Sun Gear Planet Gear Ring Gear 

Number of teeth 62 83 228 
Module 2.87 2.87 2.87 
Pressure angle (°) 22.5 22.5 22.5 
Base circle diameter (mm) 164.27 219.91 604.08 
Pitch diameter (mm) 177.80 238.03 653.86 
Root diameter (mm) 170.88 230.73 661.21 
Outside (internal) diameter (mm) 183.47 243.70 –648.18 
Fillet radius (approximate) (mm) 1.40 1.20 1.22 
Backlash with mate (mm) 0.10 . . . 0.10 
Face width (mm) 81.53 75.44 60.45 
Rotor speed (rpm) . . . 258 . . . 
Gearbox power rating (kW) . . . 1,697 . . . 
Planetary reduction ratio . . . 4.68 . . . 
Gear speed (rpm) 1,207 (450.81) 258 
Number of planets . . . 5 . . . 

Sun/Planet Interaction 
Sliding velocity (m/s) 1.4982    0.3579         0   –0.3398    –1.4800 
Entrainment velocity (m/s) 4.4234    4.3408    4.3149    4.2903    4.2078 
SRR 0.3387    0.0825         0   –0.0792    –0.3517 
Contact stress at pitch point (GPa) 1.09 
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Table A-4 AH-64 gear meshing data 

AH-64 

Designation Attack 
Sun Gear Planet Gear Ring Gear 

Number of teeth  48 43 138 
Module 3.46 3.46 3.31 
Pressure angle (°)  24.9512 24.9512 18.8227 
Base circle diameter (mm) 150.52 134.84 432.75 
Pitch diameter (mm) 166.02 148.72 457.20 
Root diameter (mm) 157.00 138.99 471.20 
Outside (internal) diameter (mm) 172.72 155.45 –456.69 
Fillet radius (approximate) (mm)  1.09 1.45 1.60 
Backlash with mate (mm) 0.32 . . . 0.27 
Face width (mm) 60.71 57.15 50.74 
Rotor speed (rpm) . . . 289 . . . 
Gearbox power rating (kW) . . . 1,697 . . . 
Planetary reduction ratio . . . 3.88 . . . 
Gear speed (rpm) 1,120 (638.56) 289 
Number of planets . . . 6 . . . 

Sun/Planet Interaction 
Sliding velocity (m/s) 1.7176    0.7298         0     –0.7277   –1.7155 
Entrainment velocity (m/s) 4.1006    4.1278    4.1478   4.1678    4.1949 
SRR 0.4189    0.1768          0      –0.1746   –0.4089 
Contact stress at pitch point (GPa) 1.3 
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Table A-5 NASA test gears 

NASA Test Gears 
Designation Spur Gear 

Number of teeth     28 
Module 6.35 
Pressure angle (°)     20 
Base circle diameter (mm) 167.08 
Pitch diameter (mm) 177.80 
Root diameter (mm) 159.77 
Outside (internal) diameter (mm) 190.50 
Fillet radius (approximate) (mm)  1.27 
Backlash with mate (mm) 0.25 
Face width (mm) 6.35 
Power (kW) 68.25 
Rotation speed (rpm) 1.00E+05 
Sliding velocity (m/s) 16.0777    3.5531        0     –3.5531  –16.0777 
Entrainment velocity (m/s) 15.9203  15.9203  15.9203  15.9203  15.9203 
SRR 1.0099    0.2232         0     –0.2232   –1.0099 
Contact stress at pitch point (GPa) 1.3 
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